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Finite-element analysis of semiconductor devices: The FIELDAY program uiuc.edu [PDF] 

EM Buturla, PE Cottrell, BM Grossman, KA ... - IBM Journal of .., 1981 - portal.acm.org 

... 21 8 The title and abstract may be used without further permission in computer-based and ... Once 

that decision has been made, simulation can substitute for many costly matrix experiments ... The 

user can then delete elements, change their material properties, or re-assign contacts ... 

Cited by 183 - Related articles - BL Direct - All 10 versions 



A multi-objective re-assembling policy model and its implementation in the case of a network of personal computers 
NP Rachaniotis, CP Pappis, GT Tsoulfas, T ....... & Mathematics with 2009 - Elsevier 

... a specific policy is set up with regard to components' replacement or rearrangement ... computer 
components' performance value functions takes place via computer benchmarking, which ... number 
that reflects their performance, and comparing computers' devices using appropriate ... 
Related articles - All 2 versions 



A hybrid oriented interactive language 

ML Cramer, JC Strauss - Proceedings of the 1966 21st national 1966 - portal.acm.org 
... decimal" identification facilitates simple modification of existing stored programs through inser- 
tion and/or replacement. ... The action character ',' has been used in the assign- ment of values to 
variables. ... in that it accepts formatting input on a one-for-one substitution basis during ... 
Cited by 1 - Related articles - All 4 versions 



MUSIC: an autonomous platform supporting self-adaptive mobile applications uio.no [PDF] 

R Rouvoy, M Beauvois, L Lozano, J ... - ... device, 2008 - portal.acm.org 
... Two main rules are considered during this assign- ment: i) only one master is permitted in the ... 
adaptation are: A device performing a profile becomes unavailable: the Profile Assigner tries 
to replace this profile or reconfigures the adaptation domain if no substitute is found ... 
Cited by 2 - Related articles - All 3 versions 



Apparatus and method for interfacing host computer and computer nodes using redundant gateway data lists of accessible 
computer node data 

FM Middledorp, AP Fournier - US Patent 5,34 1 ,496, 1 994 - Google Patents 

... The redundancy routine changes access in a manner which is transparent to the host processor. 

A database is employed to hold computer node data for direct access by the host pro- cessor. ... 79 
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YES Replace the Pseudo id in the database for the objects in this list. ... 
Cited by 9 - Related articles - All 2 versions 

Content-aware steqanography: About lazy prisoners and narrow-minded wardens psu.edu [PDF] 

R Bergmair, S Katzenbeisser- Information Hiding - Springer 
... as being "lazy" when sending or receiving subliminal messages: as humans they can trivially 
assign and infer ... To see that this is really a solution to the HIP, we can substitute ck and ... is then 
replaced by a different word from an incorrect synonymy set; the replacement is selected ... 
Cited by 9 - Related articles - BL Direct - All 19 versions 

[PDF] Important Safety Information termlinx.com [PDF1 

BOF DEVICE, CFRMHAS NO, US PARTS, CU ... - 2010 - termlinx.com 

... AVERRTISSEMENT - RISQUE D'EXPLOSION - LA SUBSTITUTION DE COMPOSANTS PEUT 

RENDRE CE MATERIEL ... these components are missing, please contact ProSoft Technology 

Support for replacement parts ... As part of the drawing, you should assign a logical name to ... 

View as HTML - All 11 versions 

Management of defect areas in recording media 
KP Deyring - US Patent 5,075,804, 1991 - Google Patents 

... 3A1 FIG. 3A1 FIG. 3A" Does the desired LBA appear in the Re-assign Table ? Page 6. ... Thus a 
good sector selected from one of the good "SPARE SECTORS" on surface 5 by using the 
replacement list Page 1 1 . 5,075,804 of bad sectors and substitute spare sectors. ... 
Cited by 27 - Related articles - All 2 versions 

[PDFi Untraceable RFID tags via insubvertible encryption psu.edu fPDF] 

G Ateniese, J Camenisch, B de Medeiros - Proc. ACM Conf. on Computer . .., 2005 - Citeseer 
... iden- tification (RFID) that are being phased in as product la- bels, in substitution of, or ... Moreover, 
readers would be able to replace the con- tents of tags with randomized versions at each ... We 
note that legitimate issuers could "re-assign" to them a tag that was initially issued by a ... 
Cited by 1 04 - Related articles - View as HTML - All 1 1 versions 

On the formal expression of natural rules in phonology 
M Chen - Journal of Linguistics, 1973 - JSTOR 

... Substitute distinctive features [consonantal], [voiced], [high], etc, for A, B, and C, and we ... for 
example, that we were systematically to interchange features or to replace [axF] by ... more fully 
exploit the notion of context- sensitive marking conventions, and assign increasingly higher ... 
Cited by 25 - Related articles - All 3 versions 

Method and apparatus for storing changes to file attributes without having to store an additional copy of the file contents 
TYee - US Patent App. 09/815,971, 2001 - Google Patents 

... that the memory 1 1 0 may form a portion of a conventional computer system or ... processor operation, 
and input/output devices for providing communication among the processors and external devices. ... 
example, if the attributes F02 are changed again, such as to re-assign the file ... 
All 4 versions 
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MIDI and the Apple Macintosh 

C Yavelow - Computer Music Journal, 1986 - JSTOR 

... of which offer a great deal more power and flexibility than their hardware-based counterparts, 
which they are rapidly replacing. ... Exclusive MIDI status bytes, a wide variety of additional data 
can be com- municated between an external device and the ... Computer Music Journal 12 ... 
Cited by 4 - Related articles - All 2 versions 

Adapting compilation techniques to enhance the packing of instructions into registers psu.edu [PDF] 

S Hines, D Whalley, G Tyson - Proceedings of the 2006 2006 - portal.acm.org 
... IRF win- dow, and then greedily selecting the most beneficial function to assign to a ... ability to 
parameterize registers, reg- ister re-assignment can be beneficial by replacing entire register ... 
Using the register interference graph, we can now perform the register substitution on the ... 
Cited by 7 - Related articles - All 1 1 versions 

System and method for dynamically load balancing multiple shader stages in a shared pool of processing units 

YJ Jiao, Y Su - US Patent App. 1 1/406,543, 2006 - Google Patents 

... to be bottlenecked. ASSIGN ALL EUs ACCORDING TO PREDETERMINED RATIO 

-402 408 RECORD CURRENT PERFORMANCE FOR PRESENT ALLOCATION 410 

Page 2. Patent Application Publication Apr. 26, 2007 Sheet ... 

All 2 versions 



[BOOKi Modern applied statistics with S psu.edu [PDF] 

WN Venables, BD Ripley - 2002 - books.google.com 

... and Designed Experiments 165 6.8 An Unbalanced Four-Way Layout 1 69 6.9 Predicting Computer 
Performance 177 ... be used in the same way as built-in functions (and can even replace them). ... 
library(MASS) ?help # S: trellis.device() A command to make our datasets avail- able ... 
Cited by 2586 - Related articles - Library Search - All 52 versions 

COMPOSER: A case-based reasoning system for engineering design psu.edu [PDF] 

L Purvis, P Pu - Robotica, 1998 - Cambridge Univ Press 

... 2 Substitution methods choose and install a replacement for some part of an old solution ... 6 
Transformation methods use heuristics to replace, delete, or add components to an old ... Tradi- 
tional chronological backtracking proceeds by trying to assign a value to every variable so ... 
Cited by 13 - Related articles - BL Direct - All 7 versions 

[citation] Introduction to BASIC programming for foresters 
JR Brooks, HV Wiant - 1986 - Forest Resources Systems Inst 
All 2 versions 

Compiler-based register name adjustment for low-power embedded processors umd.edu [PDF] 

P Petrov, A Orailoglu - ... /ACM international conference on Computer- 2003 - portal.acm.org 
... Therefore, it is possible to substitute the target of the second instruction ... Of course, in this particular 
case such a replacement is possible if the use of the value ... Fundamentally, the dead register 
reassignment technique tries to re- assign the live intervals within the basic blocks to ... 
Cited by 3 - Related articles - BL Direct - All 1 1 versions 
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[PDF] Towards a labour-process history of newsworkers iavnost-thepublic.org [PDF] 

YH Im - Javnost/The Public, 1997-javnost-thepublic.org 

... of a loose class formation among workers rather than to assign them class ... in the late nineteenth 
century, for example, enabled management to substitute less skilled ... Although technological in- 
novations affect workers' lives through the physical replacement of mechanical means ... 
Cited by 3 - Related articles - View as HTML - All 2 versions 

Enabling Java mobile computing on the IBM Jikes research virtual machine psu.edu [PDF] 

G Cabri, L Leonardi, R Quitadamo - Proceedings of the 4th 2006 - portal.acm.org 

... exploiting some well-established object-oriented language techniques (eg On-Stack Replacement, 

type-accurate ... need to constantly monitor the execution of their tasks and possibly re-assign them, 

according ... may want to suspend the execution of a worker thread A, assign it to ... 

Cited by 4 - Related articles - All 10 versions 

[PDF] Dyana psu.edu [PDF] 

P Guntert, C Mumenthaler, T Herrmann - Citeseer 

... an error-tolerant target function followed by an assessment of the possible peak assign- ments 
in ... This method has the potential to largely replace the manual method for NOESY assignment. ... 
The title line shows the version number of the program, the computer ar- chitecture for ... 
Related articles - View as HTML - All 24 versions 



[book] The medical professional's guide to handheld computing 
C Helopoulos - 2004 - books.google.com 

... For example, no substitute is available for reading the instructions that came with your handheld 
computer ... Here you can choose what functions to assign to the various but- tons of your device ... 
You can keep the factory (default) settings or re- assign the functions that open on your ... 
Cited by 2 - Related articles - All 2 versions 

[book] Microcontroller programming: the microchip PIC gbv.de [PDF] 

J Sanchez, MP Canton - 2007 - books.google.com 

... Preface There are two sides to the computer revolution: one is represented by the PC on your 
desktop and the second one by the device that remote-controls your TV, monitors and operates 
your car engine, and allows you to set up your answering machine and your microwave ... 
Cited by 5 - Related articles - Library Search - All 5 versions 

Organizational adaptation 

KM Carley - Annals of Operations Research, 1997 - Springer 

... the initial resource access structure (R(0)), were all chosen randomly with replacement from the ... 
to be highly flexible; ie, they hire more, they fire more, they re-assign more agents ... Organiza- tions 
can substitute judicious re-assignment and re-engineering for staff augmentation to ... 
Cited by 82 - Related articles - BL Direct - All 2 versions 

[BOOKi S programming cmu.edu [PDF] 

WN Venables, BD Ripley - 2000 - books.google.com 
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... Use in connection with any form of information storage and retrieval, electronic adaptation, 
computer software, or by similar or dissimilar methodology ... For example so-called replacement 
functions must have names that end in the two characters "<-", but such names need not be ... 
Cited by 1 75 - Related articles - Library Search - All 1 5 versions 

The impact of information technology on design methods, products and practices unicamp.br [PDF] 

YE Kalay - Design Studies, 2006 - Elsevier 

... the traditional sequences of information production and consumption, and re-assign the 
responsibilities ... carriage' phase-emulating older techniques and methods, like computer-aided 
drafting ... Ages, Master Builders to develop the Gothic Cathedral, replacing the Romanesque's ... 
Cited by 26 - Related articles - All 3 versions 

Method and system for monitoring of telecommunications activity 
J Horwood - 2007 - freepatentsonline.com 

... rules may include the setting of telecommunication charge rates, or allocation of replacement 
phone numbers ... prospect identifier may be provided to a further party, such as a substitute party 
for ... both as described above, the OEM may also decide whether to assign the prospect ... 
Cached 

3D Calibration and Reconstruction from ncku.edu.tw [PDF] 

CY Liu - 2003 - etdncku.lib.ncku.edu.tw 

... research. Thanks also to Dr. Tong-Yee Lee for his attentive guidance in computer graphics. ... 
Fig.1-1. The "Lichtleiter"endoscope, developed by Bozzini (1805). At the beginning, the 
endoscope is a rigid and non-flexible device, which was not widely ... 
Related articles - All 2 versions 

[PDF] Latent variable models for neural data analysis psu.edu [PDF] 

M Sahani - 1999 - Citeseer 

... or more, as well as to the realization of the biomedical engineering dream of neural prosthetic 
devices. In chapter 6, 1 turn to the problem of characterizing the distribution of spike times 
invoked in a cortical neuron by constant experimental conditions. ... 
Cited by 76 - Related articles - View as HTML - All 5 versions 

[PS] An Introduction to Maple V and the Duke Linear Systems Package duke.edu [PS] 

AM Richardson, DE McCumber-kepler.pratt.duke.edu 

... Introduction assumes that you know how to log onto the ECE date and Duke acpub computer 
systems and ... This is a labor-saving device, but BE CAREFUL with it, especially if you jump around 
the page ... it is likely that you will want to refer to the results of a computation, assign it to ... 

Related articles - View as HTML - All 2 versions 



System of assigning work requests based on classifying into an eligible class where the criteria is goal oriented and capacity 
information is available 

JD Aman, CL Cotner, DNT Dillenberger, DB ... - US Patent 1997 - Google Patents 

... I EXECUTE ROUTINE BOO TO SELECT AS CANDIDATE SERVERS, AMD TO DETERMINE 

THEIR WEIGHTS, SYSTEMS EXECUTING WITHOUT POLICY COALS, FOR INCLUSION OH 
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CANDIDATE SERVER LIST EXECUTE ROUTINE 900 TC ASSIGN SERVERS WffH IHEIR ... 
Cited by 54 - Related articles - All 2 versions 

[PDF] Routine Checkup ump.edu.my [PDF] 

D Harrison - CELLAR, 2000 - notes.ump.edu.my 

... U2 reads the diagnostic response from the ECU and returns it as RS-232 data to the host computer, 
initializing the ISO- 9141 interface upon sensing a connec- tion. ... Because it is bidirectional, only 
one bus device can talk at a time, or message collisions will occur. ... 
Related articles - View as HTML - All 2 versions 

Effects of textual and cohesive structure on discourse processing 

ML Hoover - Discourse Processes, 1977 - informaworld.com 

... reference (the use of repetition, synonyms, and pronominalization typical of narratives), ellipsis 

and substitution (the omission of words or their replacement by generic ... Participants read 

instructions on the computer screen and were presented with a short practice story ... 

Cited by 1 1 - Related articles - BL Direct - All 2 versions 

[citation] PHP: a beginner's guide 

V Vaswani - 2008 - McGraw-Hill/Osborne Media 

Related articles - All 3 versions 

System for assignment of work requests by identifying servers in a multisystem complex having a minimum predefined 

capacity utilization at lowest importance level 

JD Aman, CL Cotner, DNT Dillenberger, DB ... - US Patent 1999 - Google Patents 

... o L u / r f COMPUTER IO -z. O V A 5 "c\T LtJ o GO QdS D_< o i- uj ce: > c A o ... TO DETERMINE 

THEIR WEIGHTS, SYSTEMS EXECUTING WITHOUT POLICY GOALS, FOR INCLUSION ON 

CANDIDATE SERVER LIST 550 EXECUTE ROUTINE 900 TO ASSIGN SERVERS WITH ... 

Cited by 26 - Related articles - All 2 versions 

Information Technology Portfolio Management and the Real Options Method (ROM): Managing the Risks of IT Investments dtic.mil [PDF] 

in the Department of the Navy (DON) 

JP Davis, NAVAL POSTGRADUATE SCHOOL ... - 2003 - oai.dtic.mil 

Page 1 . MONTEREY, CALIFORNIA THESIS Approved for public release, distribution 

is unlimited INFORMATION TECHNOLOGY PORTFOLIO MANAGEMENT AND THE 

REAL OPTIONS METHOD (ROM): MANAGING THE RISKS ... 

Cited by 2 - Related articles - View as HTML - All 6 versions 

[PDF] Compiler-Based Register Name Adjustment for Low-Power Embedded Processors a psu.edu [PDF] 

P Petrov, A Orailoglu - 2003 - Citeseer 

... Therefore, it is possible to substitute the target of the second instruction ... Of course, in this particular 
case such a replacement is possible if the use of the value ... Fundamentally, the dead register 
reassignment technique tries to re- assign the live intervals within the basic blocks to ... 
Related articles - View as HTML - All 5 versions 
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[BOOKi Media & you 

D Lloyd-Kolkin, KR Tyner - 1991 - books.google.com 

... Television and film have become the storytellers of our generation, replacing the bards and 
minstrels of ... television (and, to a lesser extent, other media) has become a kind of substitute family 
and ... You may want to assign students to read a book about a particular medium and ... 
Cited by 7 - Related articles 

[PDFl NCR 5380 SCSI INTERFACE z80cpu.eu [PDF1 

P BRIEF- DO -z80cpu.eu 

... The AMPRO SCSI/PLUS bus interface represents a significant advance in single-board-computer 
architecture, by ... Replace your old BOOT EPROM with the new SCSI BOOT EPROM, and verify 
that your ... o Running SWAP, to re-assign drive letters the way that you want them. ... 
Related articles - All 2 versions 

fPDFi CATHODOLUMENESCENCE AND KINETICS OF GALLIUM NITRIDE DOPED WITH MILIUM ohiolink.edu [PDFl 

SETsou-2000-ohiolink.edu 

... 503- 10: Devices to calibrate the excitation pulse 5 1 ... provides a solution to the burning questions 
surrounding technology for high-density data storage devices since the data density on compact 
discs is inversely proportional to the square of the wavelength. ... 
Related articles - View as HTML - All 8 versions 

Modeling of charge-transfer transitions and excited states in d6 transition metal complexes by DFT techniques 

A Vlcek Jr, S Zalis - Coordination Chemistry Reviews, 2007 - Elsevier 

... Remember me on this computer, Forgotten password? ... based sensors, active components of 

electron- or energy-transfer assemblies, molecular devices (molectronics), non ... are derived from 

the wavefunction approach by using various simplifications and replacing some integrals ... 

Cited by 1 3 - Related articles - All 4 versions 

The Digital Learning Classroom: Improving English Language Learners' academic success in mathematics and reading using 

interactive whiteboard technology 

OS Lopez - Computers & Education, 2009 - Elsevier 

... The laptop computer can then be controlled by touching the board with a wireless 

hand-held pen device that functions much like a PC mouse. An electronic slate also 

was a component of the district's Digital Learning Classroom. ... 

[book] Presupposition and anaphora uvt.nl [PDF] 

EKrahmer- 1998 -arno.uvt.nl 

... If the program contains (18.b), however, it never aborts. (18) a. x := x + 1 b. IF x< Maxlnt THEN 
x := x + 1 1n the terminology of computer science, x < Maxlnt is a pre-condition for executing 
(18.a) but not for (18.b). Since presuppositions and assertions display such a strikingly differ ... 
Cited by 60 - View as HTML 

Apparatus and accompanying method for assigning session requests in a multi-server sysplex environment 

JD Aman, DB Emmes, DW Palmieri - US Patent 6,249,800, 2001 - Google Patents 

... in a distributed System Using a sender-lnititated Algorithm" Anna Hac & Xiaowei Jin, Local 
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computer Networks, 1988 13th ... EXECUTING WITHOUT POLICY GOALS, FOR INCLUSION ON 
CANDIDATE SERVER LIST 550 EXECUTE ROUTINE 900 TO ASSIGN SERVERS WITH ... 

Cited by 4 - Related articles - All 2 versions 

Form and Substance in Cyberspace law.tm [PDF1 

AM Froomkin - J. Small & Emerging Bus. L, 2002 - HeinOnline 

... or any successor entity by terminating this Agreement, ICANN agrees that it will assign to DOC ... 

a literary form where pounding the table is considered a poor substitute for pounding ... its recognition 

of ICANN, it could not simply "choose another body" to replace ICANN, because ... 

Cited by 25 - Related articles - All 12 versions 

[PDF] Deciphering algorithms for degraded document recognition psu.edu [PDF] 

C Fang - 1 997 -Citeseer 

... Special thanks to faculty of the Department of Computer Science, for providing the 
ex- cellent graduate program and a diverse and free academic environment. ... 43 2.3 
Character Recognition as Substitution Cipher Decoding : : : : : 46 ... 
Cited by 2 - Related articles - View as HTML - All 1 8 versions 

[book] Corporate Power Driven by Greed 
Jl Luke - 2002 - books.google.com 

... Rather than provide the training necessary to stay current with technological upgrades, 
corporations prefer to replace existing employees with people whose technical skills are more ... 
Through time, economic and social advantages led to a transitional substitution of servitude. ... 
Related articles - All 2 versions 

Flying geese as moving targets: Are Korea and Taiwan catching up with Japan in advanced displays? 

G Linden, J Hart, SA Lenway, TP Murtha - Industry & Innovation, 1998 - informaworld.com 
... Clean room operators require extensive training. Errors at any process step can produce 
faulty devices. ... Sumsung. Samsung Display Devices (SDD; 1775 revenues: $2.3 billion) 
is an iiffiliate of Samsung Electronics (1975 revenues: $19.4 billion). ... 
Cited by 26 - Related articles 

[PDF] Flying Geese as Moving Targets: Are Korea and Taiwan Catching up with Japan in Advanced Displays? freetradedoesntwork.com [PDF] 

TP Murtha - Industry and Innovation, 1998 - freetradedoesntwork.com 

... Samsung has also aggressively pursued leading edge laptop computer and monitor markets. ... 

By 1 989, the teams demonstrated their first working device. ... The new facility will also manufacture 

color filters, replacing current imports from Japan that have proven subject to periodic ... 

Related articles 

[BOOKi Dynamics and Pragmatics for High Performance Concurrency psu.edu [PDF] 

FRM Barnes -2003 -Citeseer 

... This thesis addresses one of the grand challenges of present day computer science: providing 
a software technology that offers ... architectures and platforms; Sparc, DEC Alpha, Motorola Power 
PC, Motorola 68HC11, Motorola 68000, Intel 80x86, Analog Devices 21060 SHARC ... 
Cited by 31 - Related articles - View as HTML - All 9 versions 



hrrpMokgoogk^^ 



(replac or substitut or assign or re-assign) and (computer or device) ■ Google Scholar 



[BOOK] Sas 9.2 Companion for Z/Os gooqle.com [HTML] 

SAS Publishing - 2009 - books.google.com 

... SAS Institute and the restrictions set forth in FAR 52.227-1 9 Commercial Computer 
Software-Restricted ... 4 Accessing External Files 93 Referring to External Files 94 How SAS 
Determines Device Types Writing ... Rather than replacing IPv4 with IPv6, SAS 9.2 supports both ... 

The potential role of economic cost models in the regulation of telecommunications in developing countries 

DA Benitez, A Estache, DM Kennet, CA ... - ... Economics and Policy, 2002 - Elsevier 

... to evaluate the assets should be that of considering the asset replacement cost, such as ... initial 

clustering process, two different optimization algorithms look for ways to re-assign customers 

to ... The question remains whether this would be a good substitute for the precise individual ... 

Cited by 6 - Related articles - All 7 versions 

Dynamic web page generation 

K Bernstein, R Kieffer - US Patent App. 1 0/203,037, 2002 - Google Patents 
... [0017] While the preferred embodiment provides a par- ticular implementation directed to 
replacement of tokens in HTML ... The computer readable medium may be either fixed, such as 
a mass storage device or a memory, or it may be removable, such as a CD or a diskette. ... 
All 4 versions 



rPDFi Sandy creek entral- chool cornell.edu [PDF] 

NYS PUBLIC - digitalcommons.ilr.cornell.edu 

... Page 15. Article 2.1 (continuedj C. It is understood that this Agreement does not 

recognize substitute employees as members of the barpining unit. ARTICLE 3 W hts 

of Parties Association Rights ... Replace/Repair Bodilv Appurtenances ... 



fPDH A User's Introduction to the IRAF Command Language psu.edu [PDF] 

PMB Shames, D Tody -Citeseer 

Page 1 . DRAFT A User's Intro duction to the IRAF Command Language Version 2.3 
Peter MB Shames Space Telescope Science Institute Doug Tody National Optical 
Astronomy Observatories Revised { August 1 1 , 1 986 ABSTRACT ... 
Cited by 3 - Related articles - View as HTML - All 32 versions 



[PDF] QXOCS heapq.com [PDF1 

H HE-BP41, H HEQX451C105, H HEQX451C103, H ... - heapg.com 
... stored in a retrieval system, or translated into any language or computer language, in ... or any 
associated equipment, damage to associated equipment, cost of capital, cost of substitute products, 
facilities ... failure indicates a defective condition that will not clear by replacing the fuse. ... 
View as HTML -All 4 versions 



[PDFi FILM STAR ftqsoftware.com [PDF1 

MVersion-ftgsoftware.com 

... Windows will automatically locate the new device. FilmStar provides an extensive set 
of Help screens. ... Next, click EdiL.Replace <Ctrl+E> to activate the Replace Design 
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Segment dialog box. ... One way to do this is to assign a macro key. ... 
View as HTML -All 4 versions 



Universal multichip interconnect systems 

LL Moresco - US Patent 6,1 1 1 ,756, 2000 - Google Patents 

Page 1 . United States Patent Moresco US0061 1 1756A [ii] Patent Number: 6,1 1 1 ,756 [45] Date 

of Patent: Aug. 29,2000 T541 UNIVERSAL MULTICHIP INTERCONNECT 5 426 563 6/1995 

Moresco et al 361/689 SYSTEMS 5,426,566 5 691 885 6/1995 11/1997 Beilstein, Jr. ... 

Cited by 15 - Related articles - All 2 versions 

Representative Image 

DA Burton - freepatentsonline.com 

... parameter to said height parameter; (iv) removing said noise segments by replacing each 
identified ... 18 -MFD Block 7 ) including automatic substitution of poor electrode connections with 
redundant or ... The system of the present invention may assign patient states of sleep, wake ... 
Cached - All 2 versions 

Fault-tolerance and load management in a distributed stream processing system dspace.org [PDF] 

H Balakrishnan, M Balazinska - 2006 - mit.dspace.org 

... All these applications must continuously process streams of information produced by the deployed 
devices. In some areas, such as computer networks (eg, intrusion detection, network monitoring, 
tracking of worm propagation), web logs or clickstream monitoring, financial ... 
Cited by 4 - Related articles - All 7 versions 

fPDFi VILNIUS GEDIMINAS TECHNICAL UNIVERSITY library.lt [PDF] 

MOFEBP EXCEPTION-submit.library.lt 

... Internet connected devices, XLANG - is an extension of WSDL that defines the behaviour and 
orchestration of ... Work Items (tasks allocated to a workflow participant) Invoked Applications 
(computer tools/ applications used to support an activity) ... replace paper-based processing. ... 
Related articles - View as HTML 

S. 1035-Conqress in the Vanguard: The Establishment of Rights for Federal Employees 

LG Graev - Geo. Wash. L. Rev, 1968 - HeinOnline 

... subordinates' rights to privacy. Al- though this distinction often becomes blurred where 

the individual supervisor has less than plenary discretionary powers, it neverthe- less 

is functional as an expository device. More important, the ... 

Related articles - All 2 versions 

[book] A metrical theory of rhythmic stress phenomena 
E Visch - 1990 - books.google.com 

... Furthermore, the examination of rhythmic adjustments in Dutch (and English) will give further 
indirect motivation for this choice, as I will show that for an account of rhythmic phenomena labeled 
trees are indispensable whereas the grid serves as an interpretational device. ... 
Cited by 30 - Related articles - Library Search - All 2 versions 
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fPDH Stackable layers: An architecture for file system development psu.edu [PDF] 

JS Heidemann - Master's thesis, University of California, Los Angeles, 1991 - Citeseer 
... system are hardware independent and should run equally well on any computer. Such portability 
has been largely achieved, as exemplified by portable operating ... allow easy substitution of entire 
file systems, they do little to support modu- ... As a result, it is not easy to replace or ... 
Cited by 1 1 - Related articles - View as HTML - All 6 versions 

[PDF1 Z80 SYSTEM SOFTWARE z80cpoeu [PDF] 

US MANUAL -z80cpu.eu 

... of non-AMPRO formats MULTIFMT Format of non-AMPRO formats SET Modifies port 
configurations SWAP Re-assign drive letters ... A "shell" is a substitute operating envi- ronment ... levels 
of isolation of the user from the opera- ting system, and can even completely replace the CCP ... 

Related articles - All 5 versions 

fPDFi WSU PROJECT NUMBER 005-177567 wayne.edu [PDF] 

K Tomaszewski, S Buyer, C Azar - Ann Arbor, 2010 - forms.purchasing.wayne.edu 
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... So just as you can assign a value to a variable by doing a command like x=7, similarly you can 
assign a new value to ... What happens if you replace the negative step size -0.3 by positive 0.3 
in this example ... We essentially "substitute in" the values 1 , 2, 100 for i, adding as we go ... 
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... ways, the department will re-assign what was intended to be an operations position to a ... replaced 
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appropriate running shoes and replace them after 500-700 kilometers of running, ... 
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OUR APPROACH 3 ... In this way, a change in the role can be reflected by simply changing the 
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on-site refueling, vehicle specialization potential, different replacement policies, and ... 
Cited by 1 - Related articles - All 4 versions 



fPDH " Passive in Japanese"(V. 5.3) indiana.edu [PDF] 

Y Kitagawa, SY Kuroda, UC San Diego - Ms. Indiana University and 1992 - indiana.edu 
Page 1. 1 "Passive in Japanese" (V. 5.3)* (August, 1991; revised January 1992 
(v5.2)) Yoshihisa Kitagawa, Indiana University (kitagawa@indiana.edu) and S.-Y. 
Kuroda, UC San Diego (sykuroda@ucsd.edu) This work attempts ... 



htip:Mokgoog^^ 



(replac or substitut or assign or re-assign) and (computer or device) ■ Google Scholar 

Cited by 1 - Related articles - View as HTML - All 2 versions 



[html] Solution of Markov Renewal Decision Processes with Application to Computer System Scheduling. umich.edu [HTML] 

JW Boyse - 1971 - deepblue.lib.umich.edu 

... is a paucity of data available which measure the performance of the various aspects of computer 
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... Our study does not include this potential substitution effect or its energy implications within the ... 
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... The second restrictive element of Berne is the requirement of a minimum copyright term of life 
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... they are usually focusing on the application itself - the software tool that will be combined with 
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... Even the many hours you spend playing computer games could work in your favor if you interview 
with a company in the video game industry. There are many reasons to justify the assertion that 
any competent grad student should be able to get a good job in business. ... 
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